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(2) Neither certification nor
verification is required for the fol-
lowing transmitters:

(i) Those which have an output power
not greater than 250 mW and which are
used in a CARS pickup station oper-
ating in the 12.7–13.2 GHz band; and

(ii) Those used under a develop-
mental authorization.

(b) Cable television relay station
transmitting equipment authorized to
be used pursuant to an application ac-
cepted for filing prior to October 1,
1981, may continue to be used, pro-
vided, that if operation of such equip-
ment causes harmful interference due
to its failure to comply with the tech-
nical standards set forth in this sub-
part the Commission may, at its dis-
cretion, require the licensee to take
such corrective action as is necessary
to eliminate the interference.

(c) The installation of a CARS sta-
tion shall be made by or under the im-
mediate supervision of a qualified engi-
neer. Any tests or adjustments requir-
ing the radiation of signals and which
could result in improper operation
shall be conducted by or under the im-
mediate supervision of a person with
required knowledge and skill to per-
form such tasks.

(d) Simple repairs such as the re-
placement of tubes, fuses, or other
plug-in components which require no
particular skill may be made by an un-
skilled person. Repairs requiring re-
placement of attached components or
the adjustment of critical circuits or
corroborative measurements shall be
made only by a person with required
knowledge and skill to perform such
tasks.

[37 FR 3292, Feb. 12, 1972, as amended at 45
FR 78695, Nov. 26, 1980; 49 FR 4001, Feb. 1,
1984; 49 FR 20672, May 16, 1984; 50 FR 7343,
Feb. 22, 1985; 63 FR 36606, July 7, 1998; 63 FR
49870, Sept. 18, 1998]

§ 78.108 Minimum path lengths for
fixed links.

(a) The distance between end points
of a fixed link must equal or exceed the
value set forth in the table below or
the EIRP must be reduced in accord-
ance with the equation set forth below.

Frequency band (MHz) Minimum path length (km)

12,200 to 13,250 ................... 5

Frequency band (MHz) Minimum path length (km)

Above 17,700 ........................ N/A

(b) For paths shorter than those spec-
ified in the Table, the EIRP shall not
exceed the value derived from the fol-
lowing equation.

EIRP=30–20 log [A/B], dBW

Where:

EIRP=equivalent isotropic radiated power in
dBW.

A=Minimum path length from the Table for
the frequency band in kilometers.

B=The actual path length in kilometers.

(c) Upon an appropriate technical
showing, applicants and licensees un-
able to meet the minimum path length
requirement may be granted an excep-
tion to these requirements.

NOTE: Links authorized prior to April 1,
1987, are excluded from this requirement, ex-
cept that, effective April 1, 1992, the Commis-
sion will require compliance with the cri-
teria where an existing link would otherwise
preclude establishment of a new link.

[52 FR 7145, Mar. 9, 1987]

§ 78.109 Equipment changes.
(a) Formal application is required for

any of the following changes:
(1) Any increase in emission band-

width beyond that authorized;
(2) Any change in the transmitting

antenna system of a station, other
than a CARS pickup station, including
the direction of the main radiation
lobe, directive pattern, antenna gain or
transmission line;

(3) Any horizontal change in the loca-
tion of the antenna, other than a CARS
pickup station, transmitter.

(4) Any change in the type of modula-
tion;

(5) Any change in the location of a
station transmitter, other than a
CARS pickup station transmitter, ex-
cept a move within the same building
or upon the tower or mast or a change
in the area of operation of a CARS
pickup station.

(6) Any change in frequency assign-
ment, including polarization;

(7) Any change in authorized oper-
ating power.

(b) Other equipment changes not spe-
cifically referred to in paragraph (a) of
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this section may be made at the discre-
tion of the licensee, provided that the
Engineer in Charge of the radio district
in which the station is located and the
Commission in Washington, DC, are no-
tified in writing upon the completion
of such changes and provided further,
that the changes are appropriately re-
flected in the next application for re-
newal of licenses of the station.

(c) Any application proposing a
change in the height of the antenna
structure or its location shall include
the Antenna Structure Registration
Number (FCC Form 854R) of the struc-
ture upon which it proposes to locate
its antenna. In the event the antenna
structure does not have a Registration
Number, the owner of the antenna
structure shall file an FCC Form 854
(‘‘Application for Antenna Structure
Registration’’) in accordance with part
17 of this chapter or the applicant shall
provide a detailed explanation as to
why registration and clearance are not
required.

(d) Permissible changes in equipment
operating in the band 19.26–19.3 GHz.
Notwithstanding other provisions of
this section, licensees of stations that
remain co-primary under the provi-
sions of § 78.18(a)(4) may not make
modifications to their systems that in-
crease interference to satellite earth
stations, or result in a facility that
would be more costly to relocate.

[37 FR 3292, Feb. 12, 1972, as amended at 38
FR 6827, Mar. 3, 1973; 41 FR 29696, July 19,
1976; 61 FR 4368, Feb. 6, 1996; 65 FR 54173,
Sept. 7, 2000]

EFFECTIVE DATE NOTE: At 65 FR 54173,
Sept. 7, 2000, § 78.109, was amended by adding
paragraph (d), effective Oct. 10, 2000.

§ 78.111 Frequency tolerance.
Stations in this service shall main-

tain the carrier frequency of each au-
thorized transmitter to within the fol-
lowing percentage of the assigned fre-
quency.

Frequency band (MHz)

Frequency tolerance

Fixed
(percent)

Mobile
(percent)

1,990 to 2,110 ..................................... ................ 0.005
6,425 to 6,525 ..................................... ................ 0.005
6,875 to 7,125 ..................................... ................ 0.005
12,700 to 13,250 1 ............................... 0.005 0.005
17,700 to 18,820 ................................. 0.003 ................
18,820 to 18,920 ................................. 0.001 ................

Frequency band (MHz)

Frequency tolerance

Fixed
(percent)

Mobile
(percent)

18,920 to 19,700 ................................. 0.003 ................
31,000 to 31,300 ................................. 0.05 0.05

1 Stations that employing vestigal sideband AM trans-
missions shall maintain their operating frequency within
0.0005% the visual carrier, and the aural carrier shall be 4.5
MHz± 1 kHz above the visual carrier frequency.

[52 FR 7145, Mar. 9, 1987]

§ 78.113 Frequency monitors and
measurements.

(a) The licensee of each CARS station
shall employ a suitable procedure to
determine that the carrier frequency of
each transmitter is maintained within
the tolerance prescribed in § 78.111 at
all times. The determination shall be
made, and the results thereof entered
in the station records: when a trans-
mitter is initially installed; when any
change is made in a transmitter which
may affect the carrier frequency or the
stability thereof; or in any case at in-
tervals not exceeding one year.

(b) The choice of apparatus to meas-
ure the operating frequency is left to
the discretion of the licensee. However,
failure of the apparatus to detect de-
partures of the operating frequency in
excess of the prescribed tolerance will
not be deemed an acceptable excuse for
the violation.

[37 FR 3292, Feb. 12, 1972, as amended at 41
FR 29696, July 19, 1976; 50 FR 23422, June 4,
1985]

§ 78.115 Modulation limits.
(a) If amplitude modulation is em-

ployed, negative modulation peaks
shall not exceed 100 percent modula-
tion.

[37 FR 3292, Feb. 12, 1972, as amended at 45
FR 78696, Nov. 26, 1980]
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